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DESCRIPTION 
TYL®-ChemTard Agent is specially 
formulated for treating the exposed 
surfaces of concrete in order to retard 
the setting of the matrix of wet 
concrete, such that after releasing the 
concrete from the shutters, the surface 
film of cement paste may be washed or 
bushed away. This leaves the aggregate 
exposed as a clean textured surface, or 
as a keyed background for plaster and 
render work. TYL®-ChemTard Agent 
can be used to produce satisfactory 
joints in structural concrete without 
the expense and time required for 
hacking or bushes hammering. It is 
available in two grades: 
 TYL®-ChemTard Agent 

Horizontal use: a liqid surface 
retarder for face up application on 
freshly placed horizontal concrete 
sureface such as kicker joints and 
slabs. 

 TYL®-ChemTard Agent – V 
Vertical use: a surface retarder gel 
for use on vertical forms and face 
down applications. 

USES 
 Used in the construction of 

decorative exposed aggregate 
driveways, path etc. 

 To produce a uniform depth of 
exposed aggregate finished to in-
situ and precast concrete. 

 Provides an economical surface 
preparation to concrete that will 
be overlaid with plaster screed. 

 It is used to form a mechanical key 
at construction joints, eliminating 
the need for expensive and 
damaging scrabbling. 

 

 

 
 
SPECIFICATION COMPLIANCE 
CEDD G.S. Clause 14.19. 
 

ADVANTAGES 
 Suitable for large unit’s hydration 

heat is high. 
 Single component product. 
 Nontoxic and non-flammable 
 No release agent required. 
 Suitable for Precast, steam curing 

and site use.  
 Will not stain or colour the 

concrete. 
 Cost effective. 
 Does not reduce concrete strength. 
 Suitable across a wide variety of 

job-site conditions and mould 
surfaces, including steel, fiberglass, 
concrete and timber. 

 Excellent results with high 
temperature concreting. 

 Suitable for use with many mould 
types steel, concrete, fiberglass or 
plywood. 

 VOC content is 0 g/L 
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PHYSICAL & MECHANICAL 

PROPERTIES 
Property Typical 

Result 
Drying Time  2-3 hours 

TYL®-ChemTard Agent   Green 
TYL-®ChemTard Agent-V  Blue 

Chloride Content Nil 
Etch Depth Up to 10mm 

APPLICATION INSTRUCTIONS 
TYL®-ChemTard Agent 
1. It should be thoroughly stirred to 

ensure complete homogeneity. It 
should not be diluted. 

2. It should be sprayed on the top of 
concrete surfaces immediately after 
concrete is proportioned to minimize 
segregation and bleeding. 

3. Once the concrete has set, the treated 
surface should be wire brushed or 
washed down using water jet to expose 
the aggregate. 

TYL®-ChemTard Agent - V 
1. It should be thoroughly stirred to 

ensure complete homogeneity. It 
should not be diluted. 

2. All mould surface should be clean and 
free of water, oil and grease at the time 
of application. It is applied by brush, 
spray or roller and should be carried 
out evenly over the mould surface at 
least an hour before the concrete is 
poured. 

3. Mould should be removed when 
concrete is set. 

4. The concrete surface should be washed 
with a water jet to remove the cement 
paste, exposing the aggregate and 
removing the retarder. 

PACKAGING 
TYL®-ChemTard Agent:  
210 and 25 liter drums 
 

TYL®-ChemTard Agent-V:  
25 liter drums 

 

COVERAGE 
TYL®-ChemTard Agent : 
10-12 sqm per liter 
 

TYL®-ChemTard Agent - V : 
6-8 sqm per liter 

 

LIMITATIONS 
Avoid excessive application and skin 
contact. Surface coated with  
TYL®-ChemTard Agent must be 
protected from water, including rain 
and condensation, at all times 
before placement of concrete. 
 

STORAGE 
It has max. shelf life of 12 months, 
provided the temperature is kept 
within the range 4℃ to 40℃. 
Freezing and prolonged exposure to 
heat or direct sunlight should be 
avoided.  

 

Please enquire about our range of construction product 
The information and the recommendations relating to the application and end use if this product are given in good faith and are based on the information provided by 
the manufacturer of the product and/or the Company’s current knowledge and experience in connection with the product when properly stored, handled and applied 
under normal conditions and no liability I final function at the job site is assumed. In practice, the differences in materials, substrates and actual site conditions are such 
that no warranty in respect of merchantability of or fitness for a particular purpose, nor any liability arising out of any legal relationship whatsoever, can be inferred 
either from this information, or from any written and/ or oral recommendations, or from any other advice offered by the Company. No responsibility or Liability by the 
Company will be accepted for misuse, misreading or derivation from the recommended guidelines in respect of this product and the user shall determine the suitability 
of the product for his intended use and all risks and liability in connection therewith. The information contained in this brochure may change at any time without notice. 


